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PRECAUTIONS

Do not use existing ear tag holes. Application of the Tag
in these existing holes could lead to damaging the ear.

& Tag pins are sharp. Please exercise caution when handling.

The Smart Applicator is designed only for the use of
application of CERES TRACE and CERES WILD. CERES
TRACE and CERES WILD Smart Tags require the Smart
Applicator.

A For CERES TRACE and CERES WILD Products only.

Once activated the Tag must remain in sunlight and within
operating temperatures to maintain optimal use.

A Use best biosecurity hygiene practices.

) If you have any further queries, please

@ VI RV ATNONELI-W cerestag.com/faq 5



CHARGING THE TAGS

CHARGE THE PRIMARY
COMPONENT

Before Activating ensure
the Tags have had
sufficient opportunity to
charge.

Use the Practice (Red)
Tag to ensure the rubber
grips are seated correctly
for alignment.



CHARGING THE TAGS

CHARGE THE PRIMARY
COMPONENT

When the BLUE LED light
begins to flash quickly
this indicates the tag is
charging.

Once charging is
complete the LED will
change to a slow flash.



Secondary Component

STEP 1

Dip or spray the secondary
component with sterilising
solution.

Primary Component

Use antiseptic solution and
recommended dilution.

Failure to do so may cause
irritation.



Primary Component

STEP 2

Ensure the tag displaying
a slow BLUE flash to
indicate optimal battery
charge prior to activation.

Slide the primary
component into the
applicator ensuring that
the RED LED light flashes.

The flashing LED light
indicates activation.



Primary Component ~ Secondary Component

STEP 3

Slide secondary
component into the
applicator, ensuing the
pins face towards the two
(2) hole side of the
primary component.

Adjust the hand grip as
necessary.




STEP 4

Remove all other tags*
and ensure there is
sufficient space in the ear
for the CERES TAG.

*this excludes regulatory
tags



Left or Right Ear

STEP 5

Locate the correct position
carti in the upper-middle area of
e the ear between the two
visible cartilage tendons
where the thickness is
most uniform.

Squeeze the trigger until
there is an audible click.
Tip: check that both pins

Note: have engaged.

Solar panels must be facing outwards. Use left or
right ear as per regulatory requirements.



Solar Panel

STEP 6

To release the Tag from
the Applicator, release
the applicator trigger,
pull down and away.










